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Main Applications ATONA Solar ATONA Hybrid 
Moderate climate zone �s��������Bus stops

�s��������Cycle paths
�s��������Beach promenades
�s��������Parks
�s��������Sports and leisure facilities
�s��������Car parkings

�s��������Residential areas
�s��������Cycle paths
�s��������Parks and gardens
�s��������

Tropical and subtropical 
climate zone 

�s��������Roads
�s��������Gardens
�s��������Sport and leisure facilities
�s��������Beach promenades
�s��������Car parkings

�s��������Areas with irregular solar radiation
�s��������Areas with unreliable power supply
�s��������Residential areas
�s��������Parks and gardens

ATONA Solar ATONA Hybrid 
Type Solar luminaire Hybrid luminaire (solar & grid power)

Days of Autonomy > 3 days Redundant - solar, grid

Energy Supply Photovoltaic module: 20 Wp, battery pack Photovoltaic module: 20 Wp, battery pack, grid power

Light Source Power LEDs: 48 x 1W or 12 x 3W Power LEDs: 12 x 3W

Colour Temperature 3500 K, 4000 K, 4500 K oder 6500 K 6500 K

Lamp Wattage (dimmable) 2 - 20 W� 2 - 30 W�

Luminous � ux (lumen) approx. 372 - 830 with  10,0 W approx. 1100 with 14,0 W

Average  LED-life > 50.000 hours > 50.000 hours

Electronic control Microcontroller Microcontroller

Operating Voltage 12V DC / battery 230V AC / grid or 12V DC / battery

Type of Battery Lead-Acid rechargeable batteries Lead-Acid rechargeable batteries

Pole � tting Standard: Screw coupling for a 76 mm Pole

Optional: Custom � tting as per order

Standard: Screw coupling for a 76 mm Pole

Optional: Custom � tting as per order

Lighting � xture Aluminum enclosure with integrated solar module, 

weatherproof and insect proof, pole � tting made of 

hot dip galvanized steel or stainless steel

Aluminum enclosure with integrated solar module, 

weatherproof and insect proof, pole � tting made of 

hot dip galvanized steel or stainless steel

Colour Aluminium or any RAL color Aluminium or any RAL color

Dimensions of lighting � xture 

in mm

945 x 260 x 65 945 x 260 x 65

Weight 11kg 11kg
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