


 Elsta I Grid  Elsta II Grid  Elsta III Grid  Elsta I Solar  Elsta II Solar  Elsta I Hybrid  Elsta II Hybrid

Type Grid-connected LED luminaire Solar luminaire Hybrid luminaire 
(solar & grid connection)

Days of autonomy  - > 5 days > 7 days Redundant - solar, grid

Energy supply Power grid Photovoltaic 
module: 40 Wp, 
battery pack

Photovoltaic 
module: 80 Wp, 
battery pack

Photovoltaic 
module: 40 Wp, 
battery pack, 
power grid

Photovoltaic 
module: 80 Wp, 
battery pack, 
power grid

Light source Power LEDs: 
12 x 3W

Power LEDs: 
24 x 3W

Power LEDs: 
36 x 3W

Power-LEDs: 
12 x 3W

Power LEDs: 
24 x 3W

Power-LEDs: 
12 x 3W

Power-LEDs: 
24 x 3W

Colour temperature 6500 K 6500 K 6500 K

Lamp wattage (dimmable) 4 - 40 W (max.) 4 - 80 W (max.) 4 - 120 W (max.) 4 - 20 W� 4 - 40 W� 4 - 25 W�(max.) 4 - 50 W (max.)

Luminous � ux (lumen) 1170 
at 14,0 W

2200 
at 28,0 W

3300 
at 42,0 W

1170 
at 14,0 W

2200 
at 28,0 W

1170 
at 14,0 W

2200 
at 28,0 W

Average  LED-life > 50.000 hours > 50.000 hours > 50.000 hours

Electronic control Microcontroller Microcontroller Microcontroller

Operating voltage 230V AC / power grid 12V DC / battery 230V AC / power grid or 
12V DC / battery

Type of battery  - Lead-acid rechargeable batteries Lead-acid rechargeable batteries

Pole � tting Standard: screw coupling for a 76 mm pole; optional: custom � tting as per order

Lighting � xture Aluminium enclosure and pole � tting

Colour Aluminium or any RAL color

Dimension of lighting � xture 
in mm

630 x 150 x 60 930 x 150 x 60 1230 x 150 x 60 630 x 150 x 60 930 x 150 x 60 630 x 150 x 60 930 x 150 x 60

Weight 5,8 kg 7,6 kg 9,4 kg 5,8 kg 7,6 kg 5,8 kg 7,6 kg

Main Applications �s��������Residential roads
�s��������Cycle paths
�s��������Car parkings
�s��������Company premises
�s��������Tunnels

�s��������Bus stops
�s��������Cycle paths
�s��������Beach promenades
�s��������Parks
�s��������Sports and leisure facilities
�s��������Car parkings
�s��������Residential and side roads 
     (Tropical climate zone)

�s��������Areas with irregular solar radiation
�s��������Areas with unreliable power supply
�s��������Residential and side roads
�s��������Squares
�s��������Premises, property protection

Contact

LUXSOLI GmbH
Gottlieb-Daimler-Strasse 26
07552 Gera 
Germany

Phone: +49 - 365 - 8 33 66 22
Telefax:  +49 - 365 - 8 33 66 23
E-Mail:  contact@luxsoli.com
Web:  www.luxsoli.com

© LUXSOLI GmbH · 04/2010
Subject to changes without notice 
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Cycle path
width 2,5m, lighting class S5, pole distance 28m, mounting height 5,8m, wattage 14W

Em [lx]  Emin [lx]  Emax [lx]  g1  g2

3.17  1.04  4.77  0.328  0.218
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0.00 30.00m

6.00m

0.00m

Em [lx]  Emin [lx]  Emax [lx]  g1  g2

5.01  1.55  8.95  0.309  0.173

Residential street
width 6m, lighting class S4, pole distance 30m, mounting height 6m, wattage 27W
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